INDEX

A

AA (Active Assistant), 287
AA (Auto Attendant), 396
  configuration of, 303
  implementation, 399–406
AAR (Automated Alternate Routing), 259
  CallManager locations, 201
  CSS, 261
  group configuration, 261
acceptance tests, 431, 622–626
access
  CALs, 293
  CMM modules, 388
  directories, 417–418
  levels (MLA), 431
  Octel access numbers, 302
  OWA, 289
  PSTN, 180
  Unity servers, 285, 289
access control lists (ACLs)
  CallManager, 273
  QoS, 155
access layer
  campus networks, 99–100, 102
  Catalyst 6500 switches, 152
Account page (Unity), 328, 341
Account Policy page (Unity), 339
accounts, Unity installation, 296
ACLs (access control lists)
  CallManager, 273
  QoS, 155
ACT (Ad Hoc Conferencing and Transcoding), 182
Active Assistant. See AA
Active Directory. See AD
AD (Active Directory), 279–283
Ad Hoc conferencing, 182
Ad Hoc Conferencing and Transcoding (ACT), 182
Add New Gateway option, 221
adding
  CSQ, 414
  partitions, 232
  subunits (to CMM modules), 390
addressing options, 357
Admin Utility, 469–470
administration
  BAT, 382
  calls (Unity), 347–356
  MLA, 429–431
  networks (Unity), 356–361
  SA, 320
  systems (Unity), 361–366
  training, 434
  Unity Bridge, 312
agents
  CSA
    installation, 277
    Unity servers, 285
  MTA, 308
  sizing, 193
AHT (average handle time), 193
ALG (Application Layer Gateway), 274
alternate extensions (Unity), 345
Alternate Greeting page (Unity), 335
AMIS-a (Audio Messaging Interchange Specification-analog), 308
analog endpoints, 222
analog signaling, 12
analog terminals, 179
analysis
  DNA, 382, 397–398
  readiness (implementation), 378–380
Application Layer Gateway (ALG), 274
application servers
  implementation, 380–382
  CallManager installation checklist, 620
applications, 179–188, 269–271
  in converged networks, 38–42
  installation, 381
  Microsoft Outlook e-mail, 288
  security, 272–277
  third-party installation, 382
  Unity Bridge, 311
  upgrading, 444–445
application-specific integrated circuit (ASIC), 154
applying policies to interfaces, 155
architecture
  AD, 282
  CallManager, 224
  call-processing, 141, 143
  deployment (with Unity Bridge), 310
Exchange 2000 messaging, 283
SNA, 167
staff training, 435
voice messaging, 186
voice-mail system design, 279, 281
area codes, 226
Aria platform, 308
ASIC (application-specific integrated circuit), 154
assessing
campus networks, 98–99
access layer, 99–102
cabling, 105–106
core layer, 105
distribution layer, 104–105
QoS, 107–113
network services, 126
DHCP, 126
DNS, 127–128
NTP, 128
power and environmental infrastructure, 129
telecom infrastructure, 131–132
disaster recovery, 134
emergency services, 133
redundancy, 135–137
voice mail, 133
WAN infrastructure, 114–123
wireless IP Phone infrastructure, 113
assignment
audio sources to devices, 215
CSS, 233
IP addresses, 384
MRGLs, 220–221
audio sources configuration, 214–215
Audio Messaging Interchange Specification-analog
(AMIS-a), 308
authentication
MLA, 431
Unity, 365
AutoAttendant. See AA
Automated Alternate Routing. See AAR
auto-registration (CallManager), 198
availability (Unity servers), 285
average handle time (AHT), 193
average work time (AWT), 193
AVVID. See Cisco AVVID
AWT (average work time), 193

B

backup (Unity servers), 285
Backup and Restore System (BARS), 382
bandwidth
calculations, 170
CallManager, 202
bar-code scanners, 395
BARS (Backup and Restore System), 382, 467–468
BAT (Bulk Administration Tool), 382, 394–396, 473
BHCA (busy hour call attempts), 193–195
BHCC (busy hour call completions), 190
BHT (busy hour traffic), 195
BIOS, upgrading, 449
Bridge Networking (Unity), 308
Bridge Options page (Unity), 360
Bridgehead servers, 311
Brisbane (SRST), 266
Brooktrout cards, 311
Bulk Administration Tool (BAT), 382, 392–396, 473
Busy Greeting page (Unity), 335
busy hour call attempts (BHCA), 193–195
busy hour call completions (BHCC), 190
busy hour traffic (BHT), 195

cabling (campus networks), 105–106
CAC (call admissions control)
CallManager locations, 36, 201
gatekeepers, 37
calculations
AHT, 195
bandwidth, 170, 202
call centers, 194
Erlang-B for IVR ports, 196
PSTN trunks, 197
call admission control. See CAC
call centers, 186
calculations, 194
gateways, 196
sizing, 193
Call Forward All (CFA), 237, 300
Call Forward Busy (CFB), 237, 300
Call Forward No Answer (CFNA), 237, 300
call handlers (Unity), 347–353
Call management (Unity), 347–356
Call processing, 22, 179
  faxes/modems, 269–271
High-level IPT design, 179
  analog/fax terminals, 179
  IPT applications, 185–186
  media resources, 181–185
  voice gateways, 180–181
Low-level IPT design, 187
  clusters (CallManager), 187–191
  CRS, 192–197
  date/time (CallManager), 199
  device pools (CallManager), 203
  dial plans (CallManager), 224–234
  gateways (CallManager), 221–223
  groups (CallManager), 198–199
  locations (CallManager), 201–202
  media resources (CallManager), 204–215, 217–221
  regions (CallManager), 200
  SRST (CallManager), 261–269
  security, 272–277
Call Routing page (Unity), 355
Call Transfer page (Unity), 332–333, 342, 349
called party transformations, 247
Caller Input page (Unity), 336, 343, 351–354
call-flow scenarios, 50
  intercluster calls, 52–54
  IP phone-to-IP phone calls, 50–52
  offnet calls, 56
    with H.323 gateway, 59
    with MGCP gateway, 56–58
calling line ID (CLID), 287
calling party transformations, 245
calling search space (CSS), 203
calling search space (CSS), 231, 234–243
  AAR, 261
  voice-mail system configuration, 297
CallManager
  AA configuration, 402
  acceptance tests, 622–626
  clustering, 23–24, 187–191
  date/time, 199
  day-to-day monitoring tasks, 491–492
  device pools, 203
  dial plans, 224–234,
  directory services, 29–30
gateways, 221–223, 390
  groups, 198–199
  implementation, 380–382
  installation, 381
  IP Phone service configuration, 421
  locations, 36, 201–202
  media resources, 204–215, 217–221
  MLA, 429–431
Octel integration, 304
OS version checking, 425
parameter modification, 298
ports (voice-mail) configuration, 299
post-upgrade task list, 493–494
pre-upgrade task list, 492
regions, 200
security, 273
services, 475
SRST, 261–269
traces, 461–464
Unity integration, 297–303
upgrading, 441–444
version checking, 426
voice gateways
  configuration, 385
  verification of registration, 387
wildcards, 242
call-processing architecture, 141, 143
call-routing
  requirements, 228
  rules, 371
calls per second (CPS), 256
CALs (Client Access Licenses), 293
campus network infrastructure
  access layer, 99–102
  cabling, 105–106
  core layer, 105
  device security, 276
  distribution layer, 104–105
  QoS, 107–113
wireless IP Phone infrastructure, 113
CAR (CDR Analysis and Reporting), 464–468
Catalyst 3550-24 PWR switch configuration, 164
CCC (Cisco Conference Connection), 41
CCM Password Changer, 471
central site LAN design, 150
central site QoS design, 150–159
central site WAN QoS design, 174
centralized call processing with remote branches deployment architecture, 44–45
centralized Unity servers, 284
CER (Cisco Emergency Responder), 382
CFA (Call Forward All), 237, 300
CFB (Call Forward Busy), 237, 300
CFNA (Call Forward No Answer), 237, 300
characters, wildcard, 242
Cisco 3745 router configuration, 165
Cisco AVVID, 9–10
Cisco Catalyst WS-X6608-T1 gateway module, 383
Cisco Emergency Responder (CER), 40–41, 382
Cisco IP Phone models, 507–511
Cisco IPT components, 22
applications, 38–42
CAC, 36
CallManager locations-based, 36
gatekeepers, 37
call processing, 22
CallManager clustering, 23–24
directory services, 29–30
device weights, 24–26
dial plan weights, 26, 28
fax functionality, 37–38
IPT endpoints, 31
Cisco IP Phones, 31–32
CME, 35–36
SoftPhones, 32–33
SRST, 35
media resources, 38
network infrastructure, 22
Cisco Security Agent (CSA), 277, 285
Cisco Unity, 40
Bridge, 308
Inbox, 287
Cisco Unity Express (CUE), 304
Class of Service (CoS)
QoS, 151
Unity, 291, 321
classes, maps, 167
classes of restrictions (CoRs), 231
classification
packets, 169
traffic, 151, 167
CLID (calling line ID), 287
Client Access Licences (CALs), 293
Closed Greeting page (Unity), 335
collectors
CallManager, 187–191
date/time configuration, 199
region configuration, 200
connections, 224
intercluster trunk connections, 256
modes, 46–48
operational guidelines, 487–488
route patterns, 248
versions, 429
CMM (Communication Media Module), 221
access, 388
subunits, 390
T1/E1 port implementation, 388
codec conversion (transcoding), 181
CODECs (CallManager locations), 201
commands
policy-map, 168
session mod_num, 388
Set port qos 3/1-48 trust trust-cos, 156
Set port qos 3/1-48 trust-ext untrusted, 155
show configuration, 156
show interfaces interface-name x/y, 162
show iosdn status, 391
show mgcp, 271
show module, 383
show port qos mod/port, 154
communication between Unity Bridge/Octel servers, 310
Communication Media Module (CMM), 221
components of Cisco IPT, 22
applications, 38
CRS platform, 39–42
servers, 380
CAC, 36
CallManager locations-based, 36
gatekeepers, 37
call processing, 22
CallManager, 380
clustering, 23–24
directory services, 29–30
device weights, 24–26
dial plan weights, 26, 28
fax functionality, 37–38
implementation, 380
IPT endpoints, 31
Cisco IP Phones, 31–32
CME, 35–36
SoftPhones, 32–33
SRST, 35
voice gateways, 34
media resources, 38
network infrastructure, 22
Computer Telephony Integration (CTI), 190, 399
conducting site surveys, 67
conferencing, 181–182, 204
hardware, 183
Melbourne, 208
San Jose, 204–206
Seattle, 206–207
Sydney, 207–208
configuration
AA, 303, 402
AAR groups, 261
access layer Catalyst 6500 switches, 152
audio sources, 214
CallManager
date/time, 199
device pools, 203
dial plans, 224–234,
gateways, 221–223, 390
groups, 198–199
locations, 201–202
media resources, 204–215, 217–221
ports (voice-mail systems), 299
regions, 200
SRST, 261–269
traces, 462
voice gateways, 385
Catalyst 3550-24 PWR switches, 164
core layer Catalyst 6500 switches, 157
CoS, 321
CRS/CRA servers, 404
CSS, 236, 297
Ethernet switch modules, 165
faxes, 269–271
gatekeepers, 256, 258
IP ICD, 409, 412–414
LDAP Search COM Server, 419
modems, 269–271
MRGLs, 216–218
opening greetings, 370
passwords, 329
PDLs, 369
remote-site LAN switches (for QoS), 162
routers (MoH), 215
servers (MoH), 212
SRST, 262
T1/E1 ports, 389
Unity Bridge, 312–317
connected party transformations, 247
connections
clusters, 224
intercluster trunk, 256
troubleshooting, 393
verification of, 391
Contact Service Queue (CSQ), 414
Contacts page (Unity), 363
convergence
central site LAN QoS design, 150–159
MCS, 184
Conversation page (Unity), 330, 342
conversion,(codec (transcoding), 181
core layer, 105, 157
corporate directory access, 417–418
CoRs (classes of restrictions), 231–233
CoS (class of service)
DSCP-to-CoS mappings, 168
QoS, 151
Unity, 291, 321
CPS (calls per second), 256
CRS (Customer Response Solution), 192–197, 396
AA, 404
CCC, 41
Cisco Emergency Responder, 40–41
Cisco Unity, 40
IP ICD
configuration, 412, 413
IP Phone services, 41–42
IPCC Express, 39
IVR, 39
cRTP, 124
CSA (Cisco Secure Agent), 277, 285, 481
CSQ (Customer Service Queue), 414
CSS (calling search space), 203, 231–243
AAR, 261
voice-mail system configuration, 297
CTI (Computer Telephony Integration), 190, 399
CUE (Cisco Unity Express), 304
customer requirements for IPT networks, 80–85
call routing, 88–89
emergency services, 89–90
high availability, 91
IP Phones, 87
IPT features and applications, 90–91
legacy system replacement, 87–88
network management, 92
QoS, 88
ROI analysis, 92
security, 91
system architecture, 86
voice gateways, 88
Customer Response Solution. See CRS customization
AA, 303, 402
AAR groups, 261
access layer Catalyst 6500 switches, 152
audio sources, 214
CallManager
date/time, 199
device pools, 203
dial plans, 224–234,
gateways, 221–223, 390
groups, 198–199
locations, 201–202
media resources, 204–215, 217–221
ports (voice-mail systems), 299
regions, 200
SRST, 261–269
traces, 462
voice gateways, 385
Catalyst 3550-24 PWR switches, 164
core layer Catalyst 6500 switches, 157
CoS, 321
CRS/CRA servers, 404
CSS, 236, 297
Ethernet switch modules, 165
faxes, 269–271
gatekeepers, 256, 258
IP ICD, 409, 412–414
LDAP Search COM Server, 419
modems, 269–271
MRGLs, 216–218
opening greetings, 370
passwords, 329
PDLs, 369
remote-site LAN switches (for QoS), 162
routers (MoH), 215
servers (MoH), 212
SRST, 262
T1/E1 ports, 389
Unity Bridge, 312–317

D

Dallas
call-routing requirements, 229
dial plans, 250
partitions, 233
SRST, 266
data network readiness checklist, 618
data protection, 293
databases, 467–468
dates (CallManager), 199
day 2 support, 432
day-to-day monitoring tasks, 491–492
DBL Helper tool, 427–428
DC (domain controller), 282
DDis (digit discarding instructions), 247
delivery locations (Unity), 358
deployment
architecture with Unity Bridge, 310
centralized call processing, 44–45
clustering over WAN, 46
local failover deployment mode, 47
remote failover deployment mode, 48
distributed call processing, 45
IPT
networks, 80, 82–92
solution pilot, 431
shared lines, 486
single-site, 43
Unity, 284
voice-mail systems, 280
design. See also configuration
call-processing architecture, 141
high-level IPT, 179
infrastructure
central site LANs, 150
central site QoS, 150–159
central site WAN QoS, 174
DHCP, 147
IP addressing/VLAN schemes, 145
QoS, 145
remote-site IPT, 159
remote-site LAN QoS, 161–166
remote-site WAN QoS, 166–174
TFTP, 147
IP Phones, 143–145
low-level IPT, 187
MRGLs, 218–219
partitions, 231
SRND, 152
staff training, 435
voice-mail system, 279
access, 285, 289
architecture, 279, 281
backup, 285
high availability, 285
placement of Unity servers, 284
security, 285
Unity deployment, 284
voice-mail systems, 289–290
call management, 347–356
CALs, 293
customization, 319–330,
data protection, 293
hardware, 292
installation (Unity), 295
integration, 296
IVC (Unity), 318
message stores, 290–291
migration, 373
multiple directory handlers, 367
network management, 356–361
Networking feature (Unity), 307–308
networks (Octel and Unity), 309–312
Octel integration (with CallManager), 304
ports, 291–292
schema extension, 294–295
software licenses, 293–294
system management, 361–366
Unity Bridge configuration, 312–317
Unity integration, 297–303
design phase of PDIOO methodology, 68
call processing, 69
network infrastructure design, 69
software version evaluation, 70
detection, intrusion, 277
developing IPT management policy, 137
devices
audio sources, 215
CallManager (clusters), 192
campus network security, 276
pools, 203
transcoding, 183
weights, 24
DHCP (Dynamic Host Configuration Protocol), 147
assessing in customer’s network, 126
design, 147
management, 473–474
dial plans, 225
CallManager, 224–234,
implementation, 397–398
weights, 26
Dialed Number Analyzer (DNA), 382, 397–398
dial-plan optimization, 477–480
DID (Direct Inward Dial), 225
Differentiated Services Code Point (DSCP), 151
digit discarding instructions (DDIs), 247
digit transformations (CallManager), 244
digital endpoints, 222
Digital Networking (Unity), 308, 315
Digital Port Adaptor 7630 (DPA-7630), 307
digital signal processors (DSPs), 181
digital signaling, 12
CAS, 13
CSS, 13
direct calls (Unity), 355
Direct Inward Dial (DID), 225
directories
access, 417–418
multiple directory handlers, 367–373
Directory Handlers page (Unity), 352
directory services (CallManager), 29–30
disabling, 273
distributed call processing deployment architecture, 45
distributed Unity servers, 284
distribution
ICD, 228
PDLs, 369
distribution layer (campus networks), 104–105
Distribution Lists page (Unity), 338
DNA (Dialed Number Analyzer), 382, 397–398
documentation, post-implementation, 432
domain controller (DC), 282
domains, 281. See also AD
DPA-7630 (Digital Port Adapter 7630), 307
DSCP (Differentiated Services Code Point), 151
DSPs (digital signal processors), 181
Dynamic Host Configuration Protocol. See DHCP

F
faxes, 37–38, 269–271
bandwidth calculations, 170
terminals, 179
VPIM, 309
features of Cisco IP Phone models, 507–511
fields
Octel Nodes (Unity Bridge), 317
System Settings (Unity Bridge), 314
Unity Nodes (Unity Bridge), 316
filters, routes (CSS), 243
firewalls, 273. See also security
firmware, upgrading, 446–449
for voice ports, 384
forwarded calls (Unity), 356
FQDN (fully qualified domain name), 315
functional groups (MLA), 430
functionality, AA configuration, 303
functions, voice gateways, 222

G
GARP (Gratuitous Address Resolution Protocol), 275
gatekeepers, 37, 256
gateways
ALG, 274
CallManager, 221–223
trunks, 196
voice, 180–181
implementation, 382–393
security, 276
GC (Global Catalog) servers, 282
giga-stack, 103
Global Catalog (GC) servers, 282
graphical user interface (GUI), 286–287
Gratuitous Address Resolution Protocol (GARP), 275
greetings, opening, 370
Greetings page (Unity), 325, 333–335, 343–351
groups
AAR configuration, 261
CallManager, 198–199
functional (MLA), 430
MRGs
  assignment, 220–221
  configuration, 216–218
  design, 218–219
  partitions (groups), 231
  routes, 230, 238
  Super User Group, 430
  user (MLA), 430
GUI (graphical user interface), 286–287
GUI Languages page (Unity), 364

H

H.323, 14, 224
IETF (Internet Engineering Task Force), 151
IIS (Internet Information Services), 273

I–K

ICD (Interactive Call Distribution), 228
idapsearch.asp scripts, 420
IETF (Internet Engineering Task Force), 151
IIS (Internet Information Services), 273
implementation, 378. See also configuration
  AA, 399–406
  acceptance tests, 431
  checklists
    data network readiness, 618
  implementation readiness analysis, 614
  IPT network readiness, 619
  pre-implementation tasks, 611
  voice network readiness, 617
  components, 380
  application servers, 380–382
  CallManager, 380–382
  day 2 support, 432
  dial plans, 397–398
  IP CID, 409, 412–415
  IP ICD, 406, 409
  IP IVR, 415–416
  IP Phones, 394
  post-implementation documentation, 432
  readiness analysis, 378–380
  services, 416–424
  tools, 425–431
  training, 433–435
  voice gateways, 382–393
  implementation phase of PDIOO methodology, 71–72
  implementation readiness analysis, 614, 617
  inbound call routing, 258
  inboxes, Cisco Unity Inbox, 287
  inconsistencies in software versions, 429
  Increment Multicast On option, 213
  infrastructure
    call-processing architecture, 141
    design
      central site LANs, 150
      central site QoS, 150–159
      central site WAN QoS, 174
      DHCP, 147
      IP addressing/VLAN schemes, 145
      QoS, 145
      remote-site IPT, 159
      remote-site LAN QoS, 161–166
      remote-site WAN QoS, 166–174
      TFTP, 147
      IP Phones, 143–145
      IPT security, 272–277
      inline power (IP Phones), 112–113
      input queues, 154
      installation
        application, 381
        CallManager, 381, 620
        CSA, 277
operating systems, 381
physical phones, 396
third-party software applications, 489
tools, 382
Unity, 295
integration
CTI, 399
SMDI, 304
Unity, 284
voice-mail systems, 296
Octel (with CallManager), 304
Unity (with CallManager), 297–303
Integration page (Unity), 366
Interactive Call Distribution (ICD), 228
Interactive Voice Response (IVR), 186
intercluster calls, 53
intercluster trunk connections, 256
interfaces
GUI, 286–287
MAPI, 284
policies, 155
QoS, 157
SMDI, 186, 304
TUI, 285
WANs, 170
internal dial plans, 226
Internal Greeting page (Unity), 335
Internet Connector Voice (IVC), 318
Internet Engineering Task Force (IETF), 151
Internet Information Services (IIS), 273
Internet Voice Connector (IVC), 296
intracall cluster calls, 52
intrusion detection, 277
IP addresses, 145, 384, 475
IP Contact Center (IPCC), 186
IP Contact Center Express (IPCC Express), 382
IP ICD (IP Integrated Contact Distribution), 399
IP IVR, 415–416
IP Phones
access layer 6500 switch configuration, 152
implementation, 394
selection of, 143–145
services, 41–42, 416–424
voice-mail systems, 287
QoS, 110–113
user requirements for phone features, 561–564
IPCC (IP Contact Center), 186
IPCC Express (IP Contact Center Express), 39, 382
IPT
applications, 185–186
endpoints, 31
Cisco IP Phones, 31–32
CME, 35–36
SoftPhones, 32–33
SRST, 35
voice gateways, 34
ITEM, 495, 497, 499–502
network readiness checklist, 619
requirement analysis questionnaire, 567–571
solution pilot deployment, 431
ITEM (IP Telephony Environment Monitor), 495–502
IVC (Internet Voice Connector), 296, 318
IVR (Interactive Voice Response), 39, 186

LANs (local area networks)
central site design, 150
remote-site QoS design, 161–166
Layer 2 traffic classification values, 151
LDAP Data Interchange Format (LDIF), 295
LDAP Search COM Server configuration, 419
LDIF (LDAP Data Interchange Format), 295
legacy networks, 5
LFI (link fragmentation and interleaving), 172
licences, Unity servers, 293–294
Licensed Features page (Unity), 325
Licensing page (Unity), 365
link fragmentation and interleaving (LFI), 172
lists
MRGLs
assignment, 220–221
collection, 216–218
design, 218–219
PDLs, 369
routes
CallManager, 229
CSS, 239
LLQ (Low Latency Queuing), 184
local calling area codes, 226
local failover deployment mode, 47
locations, CallManager, 201–202
logs, MLA, 431
Low Latency Queueing (LLQ), 184
low-level IPT design, 187. See also design
   clusters (CallManager), 187–191
   CRS, 192–197
date/time (CallManager), 199
device pools (CallManager), 203
dial plans (CallManager), 224–234
gateways (CallManager), 221–223
groups (CallManager), 198–199
locations (CallManager), 201–202
media resources (CallManager), 204–215, 217–221
regions (CallManager), 200
SRST (CallManager), 261–269

MAC address ports, 383
Mail Application Programming Interface (MAPI), 284
management. See also administration
   BAT, 382
calls, 347–356
MLA, 429–431
networks, 356–361
policies, 137
SA, 320
systems, 361–366
training, 434
Unity Bridge, 312
MAPI (Mail Application Programming Interface), 284
mapping
   DSCP-to-CoS, 168
   precedence, 154
   QoS configuration, 167
Match List Options page (Unity), 354
MCS (Media Convergence Server), 184
media
   CMM, 221
   resources, 181–185, 204–215, 217–221
Media Convergence Server (MCS), 184
media resource group lists (MRGLs)
   assignment, 220–221
   configuration, 216–218
design, 218–219
media resource groups (MRGs)
   assignment, 220–221
   configuration, 216–218
design, 218–219
media resources in converged networks, 38
Media Termination Point (MTP), 181
Meet-Me conferencing, 182
Melbourne
   conferencing, 208
SRST, 262
Members page (Unity), 346
memory, upgrading, 450–451
Message Notification page (Unity), 339, 343–344
message stores
   servers, 284
   Unity, 290–291
message transport agent (MTA), 308
message waiting indicator (MWI), 281
messages
   IVC (Unity), 318
   voice-messaging architecture, 186
Messages page (Unity), 324, 337, 343, 352
MGCP, 18–20
Microsoft Exchange. See Exchange
Microsoft Outlook e-mail application, 288
migration (Unity), 373
MIME (Multipurpose Internet Mail Extension), 309
MLA (Multi-Level Administration), 429–431, 452
mobile phones, voice-mail system access, 287
modems, 269–271
modification
   CallManager passwords
      Admin utility, 469–470
      CCM Password Changer, 471
of idasearch.asp scripts, 420
of Octel access numbers, 302
service parameters (CallManager), 298
modules, CMM, 221
MoH (Music on Hold), 181–185
remote-site router configuration, 215
server configuration, 212
transcoding, 211
monitoring
   policies, 137
   RTMT, 387
640  MRGLs (media resource group lists)

MRGLs (media resource group lists)
  assignment, 220–221
  configuration, 216–218
  design, 218–219
MRGPs (media resource groups)
  assignment, 220–221
  configuration, 216–218
  design, 218–219
MSFC (Multilayer Switch Feature Card), 388
MTA (message transport agent), 308
MTP (Media Termination Point), 181
Multilayer Switch Feature Card (MSFC), 388
Multi-Level Administration (MLA) tool, 429–431
multiple directory handlers, 367–370, 373
multiple users (Unity), 341
Multipurpose Internet Mail Extensions (MIME), 309
Music on Hold (MoH), 181–185
  remote-site router configuration, 215
  server configuration, 212
  transcoding, 211
MWI (message waiting indicator), 281
MWI On/Off numbers, defining, 298–299

N
  name resolution, 475
  Network Hold, 183
  Network Infrastructure Analysis Questionnaire, 513–514
    cabling and network links, 533–534
    customer business and technical expectations, 515–516
    hardware scalability, 534–535
    network design, 517–529
    network services, 530–533
    power protection and environmental condition, 535–538
    security, 538–539
    software, 535
  network management, 356–361, 495, 497–502
  network services
    assessing, 126
    DHCP, 126
    DNS, 127–128
    NTP, 128
  Networking feature (Unity), 307–308
  networks
    Octel system and Unity, 309–312
    readiness analysis (implementation), 379
    training, 434
  next-generation multiservice networks, 6–9
  nodes
    Octel, 316
    Unity Nodes, 316
  nonoverlapping station directory ranges, 231
  notification, outcall, 302
  number of agents, sizing, 193
  numbering plans, 225

O
  Octel system
    access numbers, 302
    CallManager integration, 304
    nodes, 316
    spoken names, 373
  offnet calls, 56
    with H.323 gateway, 59
    with MGCP gateway, 56, 58
  opening greetings, 370
  operating systems
    installation, 381
    upgrading, 438–439
    version checking, 425
  Windows OS, 440
  operations and optimization phase (PDIOO), 373
    BARS, 467–468
    BAT, 473
    BIOS upgrades, 449
    CallManager
      services, 475
      traces, 461–464
    CAR, 464–465
    CDRs, 486
    cluster guidelines, 487–488
    DHCP management, 473–474
    dial-plan optimization, 477–480
    Event Viewer, 472–473
    firmware upgrades, 446–449
    hardware upgrades, 449–451
    IP addressing, 475
MLA, 452
name resolution, 475
password-changing tools, 468–471
Q.931 Translator, 466
QRT, 452
RTMT, 454–461
servers
  hardware upgrades, 452
  security, 480–481
  service parameters, 481–486
  shared line deployment, 486
  software upgrades, 437
  application software, 444–445
  CallManager software, 441–444
  OS upgrades, 438–439
  Windows OS upgrades, 440
time synchronization, 475
VLANs, 476
options. See also configuration
Add New Gateway, 221
addressing, 357
Increment Multicast On option, 213
message stores, 290–291
Unity, 319, 321–333,
voice-mail system access, 285, 289
ordering T1/E1 PRI from carrier questionnaire, 589–592
OSs. See operating systems
outcall notifications, 302
Outlook e-mail application, 288
output queues, 153
oversubscription, 108–109
OWA (Outlook Web Access), 289

P

packetized voice capability, 7
packets
  classification, 169
  signaling, 151
parameters
  AAR, 259
  CallManager, 298
gatekeepers, 256
idasearch.asp scripts, 420
partitions
  adding, 232
  CCS configuration, 297
design, 231
password-changing tools
  Admin Utility, 469–470
  CCM Password Changer, 471
passwords
  Phone Password Restrictions page (Unity), 339
  Phone Passwords page (Unity), 342
  Passwords page (Unity), 329
patterns (routes)
  CallManager, 229
  clusters, 248
  CSS, 241
PBX
  hardware trunks, 181
  signaling types, 181
  voice-mail system access, 287
PCA (Personal Communications Assistant), 287
PDIOO (planning, design, implementation, operation, and optimization), 65, 141
design phase, 68
call processing infrastructure and application design, 69
design validation, 70–71
software version evaluation, 70
implementation phase, 71–72
large-scale enterprise customer requirements, 80, 82–85
call routing, 88–89
emergency services, 89–90
high availability, 91
IP Phones, 87
IPT features and applications, 90–91
legacy system replacement, 87–88
network management, 92
QoS, 88
ROI analysis, 92
security, 91
system architecture, 86
voice gateways, 88
operations and optimization phase, 73
BARS, 467–468
BAT, 473
BIOS upgrades, 449
CallManager services, 475
planning phase
business expectations of customers, 67
carrying site surveys, 67
technical expectations of customers, 67
RFPs, 65–66

PDIOO (planning, design, implementation, operation, and optimization. See PDIOO methodology

planning phase
business expectations of customers, 67
carrying site surveys, 67

tables
- Aria, 308
- PoE (Power over Ethernet) standard, 113
- policies
  - interfaces, 155
  - maps, 167
  - passwords, 329
- policy-map command, 168
- ports
  - assignment of, 384
  - CTI, 190, 371
  - IP addresses, 384
  - IVR, 195
  - MAC addresses, 383
  - reserving, 302
  - reserving, 291–292
  - T1/E1, 388. See also T1/E1 ports
  - Unity, 366
- voice-mail system configuration, 299
- Ports Usage Analyzer Tool, 367
- post-implementation documentation, 432
- post-upgrade task list (CallManager), 493–494
- power and environmental infrastructure, 129–131
- precedence, mapping, 154
- pre-enrollment procedures (Unity migration), 374
- Prefixes option (Unity), 359
- pre-implementation tasks, 378
- pre-implementation tasks checklist, 611
- pre-upgrade task list (CallManager), 492
- Primary Location subcategory (Unity), 357
- Private Lists page (Unity), 342
- Profile page (Unity), 327, 341, 346–358
- profiles
  - CoS, 322
  - voice-mail systems, 302
  - VPIM, 309
- protocols, DHCP, 147
- PSAP (Public Safety Answering Point), 241
- PSTN
  - access, 180
  - hardware trunks, 180
  - signaling types, 180
  - voice gateways, 180–181
- public distribution list (PDL, 369
- Public Distributions Lists page (Unity), 346
- Public Safety Answering Point (PSAP), 241

storage

platforms
- Aria, 308
- PoE (Power over Ethernet) standard, 113

figs

Aria, 308
- PoE (Power over Ethernet) standard, 113

See also

PDIOO methodology

planning phase
business expectations of customers, 67
carrying site surveys, 67

tables
- Aria, 308
- PoE (Power over Ethernet) standard, 113
- policies
  - interfaces, 155
  - maps, 167
  - passwords, 329
- policy-map command, 168
- ports
  - assignment of, 384
  - CTI, 190, 371
  - IP addresses, 384
  - IVR, 195
  - MAC addresses, 383
  - reserving, 302
  - reserving, 291–292
  - T1/E1, 388. See also T1/E1 ports
  - Unity, 366
- voice-mail system configuration, 299
- Ports Usage Analyzer Tool, 367
- post-implementation documentation, 432
- post-upgrade task list (CallManager), 493–494
- power and environmental infrastructure, 129–131
- precedence, mapping, 154
- pre-enrollment procedures (Unity migration), 374
- Prefixes option (Unity), 359
- pre-implementation tasks, 378
- pre-implementation tasks checklist, 611
- pre-upgrade task list (CallManager), 492
- Primary Location subcategory (Unity), 357
- Private Lists page (Unity), 342
- Profile page (Unity), 327, 341, 346–358
- profiles
  - CoS, 322
  - voice-mail systems, 302
  - VPIM, 309
- protocols, DHCP, 147
- PSAP (Public Safety Answering Point), 241
- PSTN
  - access, 180
  - hardware trunks, 180
  - signaling types, 180
  - voice gateways, 180–181
- public distribution list (PDL, 369
- Public Distributions Lists page (Unity), 346
- Public Safety Answering Point (PSAP), 241

planning phase
business expectations of customers, 67
carrying site surveys, 67

PDIOO methodology

planning phase
business expectations of customers, 67
carrying site surveys, 67

PDIOO methodology

planning phase
business expectations of customers, 67
carrying site surveys, 67

Q

QoS (quality of service)
- bandwidth calculations, 170
- central site WAN design, 174
- implementing in campus networks, 107–109
- defining trust boundaries, 109–110
- IP Phones, 110–113
- infrastructure design, 145
- remote-site LAN design, 161–166
- remote-site WAN design, 166–174
- in WAN infrastructure, 116–123
- QRT (Quality Reporting Tool), 452, 454
- IP Phone selection, 561–564
- IPT requirement analysis, 567–571, 573–587
- ordering T1/E1 PRI from carrier, 589–592
- Telecom Infrastructure Analysis Questionnaire
  - analog device information, 545–546
  - applications security, 553
  - operations and maintenance, 554–558
  - PBX infrastructure, 542–545
  - telephone numbering plan, 547–549
  - telephony features and applications, 550
  - trunk sizing, 546
  - voice-mail infrastructure, 549–550
  - voice-mail design, 595–599, 601–608
- queues
  - CSQ, 414
  - IVR, 195
  - LLQ, 184
  - voice-control traffic, 153
- WAN, 172

R

RAID (redundant array of inexpensive disks), 293
- Reachability Weight, 26
- readiness analysis (implementation), 378–380
- Real Time Monitoring Tool (RTMT), 387
- recovering CallManager software, 443–444
- redundant array of inexpensive disks. See RAID regions (CallManager), 200
- registration
  - CallManager, 198
  - gateway verification, 386
  - T1/E1 port verification, 392
  - TAPs, 382
  - troubleshooting, 393
- remote failover deployment mode, 48
- Remote Mailbox Length (Unity), 359
- remote-procedure call (RPC), 284
- remote-site IPT infrastructure design, 159
- remote-site LAN QoS design, 161–166
- remote-site router configuration, 215
- remote-site WAN QoS design, 166–174
- requirement analysis questionnaire, 567–571, 573–587
- requirements, call-routing, 228
- reservation of ports, 302
- resources, media, 181–185, 204–215, 217–221
- restoring
  - BARS, 467–468
  - QoS on interfaces, 157
- Restriction Tables page (Unity), 326, 356
- RFPs (Request for Proposal), 65–66
- Riverst-Shamir-Adelman (RSA), 362
- RL-PSTN-911-AAR-SEA (Seattle), 241
- route points (CTI), 371
- routers
  - Cisco 3745, 165
  - remote-site MoH configuration, 215
- routes
  - CallManager, 229
  - filters, 243
  - groups, 238
  - lists, 239
  - patterns
    - clusters, 248
    - CSS, 241
- routing
  - AAR, 201, 259
  - call routing rules, 371
  - call-routing
    - requirements, 228
    - rules, 371
  - inbound calls, 258
- RPC (remote-procedure call), 284
- RSA (Rivest-Shamir-Adelman), 362
- RTCP, 20
RTMT (Real-Time Monitoring Tool), 387, 454–461
RTP, 20
rules, call-routing, 371

S
SA (System Administration), 320
San Jose
call-routing requirements, 228
conferencing, 204–206
dial plans, 250
faxes/modems, 270
gatekeeper configuration, 258
partitions, 233
transcoding, 209–210
scalability
CallManager, 190
CRS, 192–197
SCCP (Skinny Client Control Protocol), 20, 179, 280
Schedules page (Unity), 364
schemas
AD, 282. See also AD
Unity, 294–295
scripts, idasearch.asp, 420
Search Options page (Unity), 353
Seattle
call-routing requirements, 229
conferencing, 206–207
dial plans, 250
RL-PSTN-911-AAR-SEA, 241
SRST, 262
Secure Shell (SSH), 276
security
CallManager, 273
campus networks, 276
endpoints, 275
IPT infrastructure, 272–277
passwords, 329
Phone Password restrictions page, 339
Phone Passwords page, 342
servers, 273
Unity servers, 285
voice gateways, 276
selection
of hardware (Unity servers), 292
of IP Phones, 143–145, 507–511
servers
Bridgehead, 311
CallManager, 188
CRS/CRA configuration, 404
DHCP, 148
GC, 282
LDAP Search COM Server, 419
MCS, 184
message store servers, 284
MoH configuration, 212
security, 273, 480–481
Unity, 282
backup, 285, 289
high availability, 285
placement of, 284
security, 285
upgrading, 452
service parameters, tuning, 481–486
services
implementation, 416–424
maps, 167
TFTP design, 147
session mod_num command, 388
sessions
sizing, 291–292
TTS, 287
Set port qos 3/1-48 trust trust-cos command, 156
Set port qos 3/1-48 trust-ext untrusted command, 155
Settings page (Unity), 362
shared line deployment, 486
show configuration command, 156
show interfaces interface-name x/y capabilities command, 162
show isdn status command, 391
show mgcp command, 271
show module command, 383
show port qos mod/port command, 154
signaling
packets, 151
types
PBX, 181
PSTN, 180
voice gateways, 222
signaling protocols, 12
analog signaling, 12
digital signaling, 12
CAS, 13
CSS, 13
Simple Mail Transfer Protocol (SMTP), 280
Simplified Message Desk Interface (SMDI), 186
single-site deployment architecture, 43
SIP, 15–16, 18
site readiness checklist, 379
site surveys, conducting, 67
sizing
call centers, 193
CallManager, 190
CRS, 192–197
gateways
selection of gateways, 221
trunks, 196
IVR ports, 195
message stores, 290–291
number of agents, 193
ports, 291–292
sessions, 291–292
Skinny Client Control Protocol (SCCP), 179, 280
SMCI (Simplified Message Desk Interface), 186
SMDI integration, 304
SMTP (Simple Mail Transfer Protocol), 280
SNA (Systems Network Architecture), 167
software. See also applications
applications, 444–445
CallManager, 441–444
OSs, 438–439
third-party applications, 489
upgrading, 437
Windows OS, 440
Software Version page (Unity), 363
Solution Reference Network Design (SRND), 152
sources, audio configuration, 214
Spanning Tree Protocol (STP), 276
spoken names, exporting, 373
SQL, version checking, 426
SRND (Solution Reference Network Design), 152
SRST (Survivable Remote Site Telephony), 159, 261–269, 388
SSH (Secure Shell), 276
Standard Greetings page (Unity), 334
STP (Spanning Tree Protocol), 276
Subscriber Creation page (Unity), 359
Subscriber Template page (Unity), 327–330
subscribers (Unity), 321–322
Subscribers page (Unity), 340
subscriptions, IP Phone services, 423
Super User Groups, 430
support
day 2, 432
escalation procedures, 433
Survivable Remote Site Telephony. See SRST
switches
access layer Catalyst 6500, 152
Catalyst 3550, 164
core layer Catalyst 6500, 157
gateways, 386
Sydney
conferencing, 207–208
faxes/modems, 270
transcoding, 210, 212–221
Synchronize button (Unity), 361
System Access option (Unity), 322
System Administration (SA), 320
system management, 361–366. See also management
System Settings (Unity Bridge), 313
Systems Network Architecture (SNA), 167

T

T1/E1 ports
CMM implementation, 388
configuration, 389
MAC addresses, 383
registration verification, 392
Tail-End Hop-Off (TEHO), 225
TAPS (Tool for Auto-Registered Phones Support), 382
tasks
design
central site LANs, 150
central site QoS, 150–159
central site WAN QoS, 174
DHCP, 147
IP addressing/VLAN schemes, 145
network infrastructure, 145
remote-site IPT infrastructure, 159
remote-site LAN QoS, 161–166
remote-site WAN QoS, 166–174
TFTP, 147
pre-implementation, 378
TCP/IP, 309
TEHO (Tail-End Hop-Off), 7, 225
telco networks signaling protocols, 12
analog signaling, 12
CAS, 13
CSS, 13
digital signaling, 12
telecom infrastructure
assessing, 131–132
disaster recovery, 134
emergency services, 133
redundancy, 135
voice mail, 133
Telecom Infrastructure Analysis Questionnaire
analog device information, 545–546
applications security, 553
operations and maintenance, 554–558
PBX infrastructure, 542–545
telephone numbering plan, 547–549
telephony features and applications, 550–553
trunk sizing, 546
voice-mail infrastructure, 549–550
Telephone User Interface (TUI), 285
testing, acceptance test implementation, 431
text-to-speech (TTS) sessions, 287
TFTP design, 147, 149
third-party software applications, 382, 489
time synchronization, 475
Tool for Auto-Registered Phones Support (TAPS), 382
tools
BAT, 382
DBL Helper, 427–428
DNA, 397–398
implementation, 425–431
installation, 382
MLA, 429–431
Ports Usage Analyzer Tool, 367
RTMT, 387
ToS (Type of Service), 151
trace files (CallManager), 461–464
traffic
classification, 151, 167
shaping, 120
sharing, 172
voice-control, 153
training, 433–435
transcoding, 181–182, 208
devices, 183
MoH, 211
San Jose, 209–210
Sydney, 210–221
Transfer page settings (Unity), 323
transformations, 247
calling party, 245
digit (CallManager), 244
troubleshooting
gateways, 393
IP Phone services, 423
trunks
gatekeepers, 256
gateways, 196
intercluster, 256
PBX hardware, 181
PSTB calculations, 197
PSTN hardware, 180
trust boundaries, defining, 109–110
TTS (text-to-speech) sessions, 287
TUI (Telephone User Interface), 285
tuning service parameters, 481–486
Type of Service (ToS), 151
types, signaling, 180

U

UAs (user agents), 15
Unified Messaging environments, 281
Unity, 282
alternate extensions, 345
Bridge
applications/hardware, 311
configuration, 312–317
deployment architecture with, 310
Bridgeheads, 311
call management, 347–356
CallManager integration, 297–303
Cisco Unity Inbox, 287
CUE, 304
customization, 319, 321–330
deployment, 284
voice-mail system design

- design, 289–290
  - CALs, 293
  - data protection, 293
  - hardware, 292
  - installation, 295
  - message stores, 290–291
  - ports, 291–292
  - schema extension, 294–295
  - software licenses, 293–294
- IVC, 318
- migration, 373
- multiple directory handlers, 367–373
- network management, 356–361
- Networking feature, 307–308
- Octel, 309–312
- ports, 366
- SA, 320
- servers, 282
  - access, 285, 289
  - backup, 285
  - high availability, 285
  - security, 285
- spoken names, 373
- system management, 361–366
- Unity Nodes (Unity Bridge), 316
- Unity Tools Depot, 367
- unknown callers (Unity), 361
- upgrading
  - BIOS, 449
  - existing software, 437
  - application software, 444–445
  - CallManager software, 441–444
  - OSs, 438–439
  - Windows OS, 440
  - firmware, 446–449
  - hardware, 449–451
  - server hardware, 452
  - user groups (MLA), 430

V

values
  - Erlang-B, 197
  - Layer 2, 163
  - traffic classification, 151

verification
  - connection status, 391
  - gateway registration, 386
  - registration, 392
- VERITAS NetBackup software, 285. See also
- backup
- versions
  - CallManager, 426
  - clusters, 429
  - SQL, 426
- View Mail for Outlook (VMO), 288
- VLAN (virtual LAN), 145–147, 476
- VMO (View Mail for Outlook), 288
- voice
  - bandwidth calculations, 170
  - compression, 124
  - gateways, 180–181, 222
    - implementation, 382–393
    - security, 276
  - IVR, 186
  - readiness analysis (implementation), 379, 617
- Voice Profile for Internet Messaging (VPIM), 309
- voice-control traffic, placement of, 153
- voice-mail design questionnaire, 595–608
- voice-mail system design, 279
  - access, 285, 289
  - architecture, 279–281
  - backup, 285
  - call management, 347–356
  - customization, 319–330
  - high availability, 285
  - integration, 296
    - IVC (Unity), 318
    - Networking feature (Unity), 307–308
    - networks (Octel and Unity), 309–312
    - Octel (with CallManager), 304
    - Unity (with CallManager), 297–303
    - Unity Bridge configuration, 312–317
  - migration, 373–375
  - multiple directory handlers, 367–373
  - network management, 356–361
  - placement of Unity servers, 284
  - security, 285
  - system management, 361–366
  - Unity deployment, 284
voice-mail system design

Unity systems, 289–290
  CALs, 293
  data protection, 293
  hardware, 292
  installation, 295
  message stores, 290–291
  ports, 291–292
  schema extension, 294–295
  software licenses, 293–294
voice-messaging architecture, 186
VoIP, 13–14
  H.323, 14
  MGCP, 18–20
  RTP/RTCP, 20
  SCCP, 20
  SIP, 15–18
VPIM (Voice Profile for Internet Messaging), 309

W–Z

waiting periods, 195
WANs (wide area networks)
  assessing, 114–116
  central site QoS design, 174–176
  interfaces, 170
  QoS, 116–123
  queuing, 172
  remote-site QoS design, 166–174
  traffic shaping, 172
Weighted Round Robin (WRR), 163
wildcards (CallManager), 242
wireless IP Phone infrastructure, 113
WRR (Weighted Round Robin), 163