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	Pg
	Error
	Correction

	5
	Table 31-1, 2nd row, “Encoding” column reads:
Electromagnetic waves
	Should read:

Light

	116
	Last paragraph, 1st Line reads:

To satisfy the 250 hosts requirement, we leave 8 hosts bits (28 – 2 = 252 hosts per subnet).
	Should read:

To satisfy the 250 hosts requirement, we leave 8 hosts bits (28 – 2 = 254 hosts per subnet).

	117
	2nd Bulleted List of Subnets reads:
· Subnet 0: 172.30.4.0/25

· Subnet 1: 172.30.4.128/25
	Should read:

· Subnet 0: 172.30.5.0/25
· Subnet 1: 172.30.5.128/25

	117
	3rd paragraph, Last Sentence reads:
Continuing on to the next largest host requirement on LAN 1, we take Subnet 1, 172.30.4.128/24, and subnet it further.
	Should read:
Continuing on to the next largest host requirement on LAN 1, we take Subnet 1, 172.30.5.128/24, and subnet it further.

	117
	3rd Bulleted List of Subnets reads:

· Subnet 0: 172.30.4.128/26

· Subnet 1: 172.30.4.192/26
	Should read:
· Subnet 0: 172.30.5.128/26

· Subnet 1: 172.30.5.192/26

	117
	5th Paragraph, Last Sentence reads:
Finishing our LAN subnetting with LAN 2, we take Subnet 1, 172.30.4.192/26, and subnet it further.
	Should read:
Finishing our LAN subnetting with LAN 2, we take Subnet 1, 172.30.5.192/26, and subnet it further.

	117
	4th Bulleted List of Subnets reads:

· Subnet 0: 172.30.4.192/28

· Subnet 1: 172.30.4.208/28

· Subnet 2: 172.30.4.224/28

· Subnet 3: 172.30.4.240/28


	Should read:

· Subnet 0: 172.30.5.192/28

· Subnet 1: 172.30.5.208/28

· Subnet 2: 172.30.5.224/28

· Subnet 3: 172.30.5.240/28



	117
	7th Paragraph, Last Sentence reads:
We take Subnet 1, 172.30.4.208/28, and subnet it further.
	Should read:

We take Subnet 1, 172.30.5.208/28, and subnet it further.

	118
	Bulleted List of Subnets reads:

· Subnet 0: 172.30.4.208/30

· Subnet 1: 172.30.4.212/30

· Subnet 2: 172.30.4.216/30

· Subnet 3: 172.30.4.220/30
	Should read:

· Subnet 0: 172.30.5.208/30

· Subnet 1: 172.30.5.212/30

· Subnet 2: 172.30.5.216/30

· Subnet 3: 172.30.5.220/30


	365
	Day 1, Task 6, Step 1, Last three lines
Reads:

!On B1

Interface serial 0/0/0

 Ip summary-address eigrp 10.1.0.0.0 255.255.0.0
	Should read: 

!On B1

Interface serial 0/0/0

 Ip summary-address eigrp 100 10.1.0.0.0 255.255.0.0
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