Index

A
access layer (three-layer design model), 60
active NAT translations
  clearing, 15
  viewing, 13
administrative distance, 133
AMI (Alternate Mark Inversion) signaling, 75
analog dialup connectivity, 42
ARPANET, 3
assigning IP addresses, DHCP, 16
asynchronous communication, 78
ATM (Asynchronous Transfer Mode), 47
authentication, 190
  configuring on PPP links, 97-101, 104
authorization, 190
availability of DSL, 48

B
B (bearer) channel, 115
Be (excess burst), 161
BECN (Backward Explicit Congestion Notification), 161
bindings, removing, 21
BOD (bandwidth-on-demand), 57
BOOTP, 16-17
BRI (Basic Rate Interface), 43, 115
  configuring, 122-123
bursty traffic, 161

C
cable networks, 49-51
calculating CIR, 161
call setup process (ISDN), 119
campus LANs, 33
carrier network operation, verifying, 143
cells, 47
CHAP (Challenge Handshake Authentication Protocol), 92-94
  control frames, 93-94
  response frame, 94
CIR (committed information rate), 46, 161
circuit-switched networks, 39
  Frame Relay. See Frame Relay
Cisco-supported LMI, 166
classful addressing, 3
classless addressing, 3
clear frame-relay inarp command, 176
clearing active NAT translations, 15
client/server computing model, 192
distributed processing, 193
elements of, 193-194
CO (central office), 33
commands
  clear frame-relay inarp, 176
  debug dialer events, 142
  debug dialer packet, 143
  debug frame-relay lmi, 176
  debug ip nat, 15
  debug ppp authentication, 102
dialer list, 133
encapsulation ppp, 95
pri-group, 126
show dialer, 129
show frame-relay pvc, 175
show interface, 168
show interfaces serial, 81
show ip dhcp server statistics, 22
show ip nat statistics, 13
isdn active, 140
communication as WAN design requirement, 51-53
comparing WANs and LANs, 33
configuring
  DDR, 132-135
dialer profiles, 136-139
DHCP, 19-20
dialer interfaces, 137
dialer lists, 133
dynamic NAT, 9-11
Frame Relay

- encapsulation type, 168
- IP address, 168
- LMI, 168
- static maps, 169
- subinterfaces, 170-172

ISDN

- BRI, 122-123
- PRI, 124-126

NAT timeout values, 14

PPP, 95

- authentication, 97-101, 104
- error detection, 96-99
- multilink support, 96, 100
- point-to-point compression, 96

SPIDs, 123

static routes, 133

congestion notification on Frame Relay networks, 162

connection-oriented systems, 41

connectionless systems, 41

connectivity

- analog dialup, 42
- cable, 49, 51
- DSL, 49
- ISDN, 43-44
- leased lines, 44
- of workstations, 189
- X.25, 44-45

conservation of IP addresses, 3

control frames, CHAP, 93-94

core layer (three-layer design model), 59

cPE (customer premises equipment), 33

cRC (cyclic redundancy check), 159

cSLIP (Compressed SLIP), 87

CSU/DSU (channel service unit/data service unit), 36, 76

CTS (clear to send) signal, 78

D

D channel, 116

data-link layer standards, 37

data flow on Frame Relay networks, 161

DCE (data communications equipment), 77-78

DCE (data circuit-terminating equipment), 34

DDR (dial-on-demand routing), 113

- configuring, 132-135
- dialer profiles, 136-139

DE (Discard Eligibility) bit, 161-163

dehpecies, 14

demarc, 34, 76

development of Frame Relay, 155

DHCP (Dynamic Host Configuration Protocol), 16, 191

- bindings, removing, 21
- configuring, 19-20
- debugging, 21
- lease period, 17
- troubleshooting, 21

DHCP Relay, helper addresses, 22

dialer interfaces, 136-137

dialer lists, creating, 133

dialer profiles

- configuring, 136-139
- verifying, 140

dialer-list command, 133

dialup connectivity, 42

directed broadcasts, enabling, 24

diskless workstations, 189

displaying

- active translations, 13
- ISDN process information, 141-143
- LMI traffic statistics, 174
- static map information, 176

distributed processing, 193

distribution layer (three-layer design model), 60
DLCI (Data-Link Connection Identifier), 41, 157, 160
dropped frames (Frame Relay), 162
DSL (Digital Subscriber Line), 47-49
DSL-lite, 47
DSLAM (DSL Access Multiplexer), 48
DTE (Data Termination Equipment), 34, 77-78
FRAD, 156
dynamic NAT, configuring, 9-11

E
E series recommendations, 115
EIR (Excess Information Rate), 161
enabling directed broadcasts, 24
encapsulation, 38
Frame Relay, configuring, 168
encapsulation ppp command, 95
error conditions for line protocols, 81-85
error detection, configuring on PPP links, 96-99
examples of client/server computing model, 193-194

F
fast switching, 15
fault tolerance, 191
of NOSs, 196
FECN (Forward Explicit Congestion Notification), 161
file services, 190
Flag fields, 38
floating static routes, 133
flow control on Frame Relay networks, 161-163
FRAD (Frame Relay assembler/disassembler), 156
FRAD (Frame Relay access device), 76
Frame Relay, 45
configuring, 168
congestion notification, 162
data flow, 161
DCLI, 160
development of, 155
DLCI, 160
encapsulation type, selecting, 168
flow control, 162-163
frames, 158-159
buffering, 162
full-mesh topology, 164
hub-and-spoke topology, 163-164
hunt groups, 123

I
I series recommendations, 115
I-frames, 80
identifying WAN design requirements, 55-58
in-band signaling, 116
inside global addresses, 5
inside interfaces, 7-8
inside local addresses, 5
interesting traffic, 10, 132
Inverse ARP, 164, 167
IP addresses, Frame Relay configuration, 168
IPv6, 3
IPV6, 251
IP addresses, configuring, 168
status messages, 177
traffic statistics, displaying, 174
partial-mesh topology, 164
PVCs, 157
troubleshooting, 174-178
VCs, 157
frames
Frame Relay, 158-159
buffering, 162
HDLC, 80
PPP, 88
Protocol field, 90
full-mesh topology, 164

G–H
G.Lite, 47
global addresses, 5
HDB3 (High-Density Binary 3) signaling, 75
HDLC (High-Level Data Link Control), 38, 79, 116
frames, 80
helper addresses, 22
hierarchical network design, 60-63
three-layer design model, 58
access layer, 60
core layer, 59
distribution layer, 60
hot-swappable devices, 191
hub-and-spoke topology, 163-164
hunt groups, 123

IPv6
IPv6, 3
ISDN (Integrated Services Digital Network), 43-44, 113

B channel, 115
BRI, 115
  configuring, 122-123
call setup, 119
D channel, 116
devices, 120-122
PRI, configuring, 124-126
process information, displaying, 141-43
reference points, 120-122
SPIDs, 122
standards, 114-115
three-layer model
  Layer 1, 116-118
  Layer 2, 118-119
  Layer 3, 119
troubleshooting, 127-131

jitter, 39

K-L

keepalives, 174

LANs, 33
LAPD (Link Access Procedure on the D Channel), 116
LAPF (Link Access Procedure for Frame Mode Services), 158
laptops, 189
LATA (local area and transport area), 44
latency, 39
Layer 1 standards, 36-37
Layer 2 standards, 37
Layer 3 standards, 38
LCP (Link Control Protocol), 88, 91
lease period (DHCP), 17
leased-line networks, 40, 44
Legacy DDR, 133
line protocols, error conditions, 81-85
LMI (Local Management Interface), 156, 165-167
  configuring, 168
  status messages, 177
  traffic statistics, displaying, 174
local access rate, 161
local addresses, 5
local loop, 33
LQM (Link Quality Monitoring), 96
LQR (Link Quality Report) packets, 96

M

modem (modulator/demodulator), 35
MRTG (Multi-Router Traffic Grapher), 197
MS-CHAP (Microsoft CHAP), 94
multicasting, LMI, 165
multilink support, configuring on PPP links, 96, 100
multipoint connections, 171

N

NAS (network attached storage), 192
NAT (Network Address Translation), 4, 191
  active translations, clearing, 15
  overloading, 11-12
  timeout values, configuring, 14
NBMA (nonbroadcast multiaccess), 164
NCPs (Network Control Protocols), 88
network administration
  client/server computing model, 192
    distributed processing, 193
    examples of, 193-194
  laptops, 189
  NOSs, 195
    fault tolerance, 196
    scalability, 196
  servers, 190
    authentication, 190
    common applications and functions, 192
    fault tolerance, 191
    file and print services, 190
  SANs, 192
  workstations, 189
  operating systems, 190
network layer standards, 38
network management, 196-197
NOSs (network operating systems), 195-196
NRZ-L (Nonreturn to Zero Level) signaling, 75
NTU (network terminating unit), 76
null-modem cables, connecting DTE devices, 77

O

one-layer design model, 61
one-way hash, 94
operating systems, redirector, 189
out-of-band signaling, 43, 116
outside interfaces, 7-8
overloaded NAT, 11-12
overloaded PAT, 11-12
P

packet-switched networks, 40-41, 155
  Frame Relay, 45. See also Frame Relay
X.25, 44-45
PAP (Password Authentication Protocol), 92
partial-mesh topology, 164
PAT (Port Address Translation), overloading, 11-12
PCMCIA (Personal Computer Memory Card Industry
Association) network cards, 189
peer-to-peer networks, 192
physical layer standards, 36-37
point-to-point compression, configuring on PPP links, 96
point-to-point connections, 171
POP (point of presence), 41
POTS (Plain Old Telephone Service), 40
PPP (Point-to-Point Protocol), 87-88
  authentication
    configuring, 97-101, 104
    two-way, 101
  CHAP, 92
    control frames, 93-94
    response frames, 94
  configuring, 95
  error detection, configuring, 96-99
  frames, 88
    Protocol field, 90
  LCP, 91
  link establishment, viewing, 103
  multilink support, configuring, 96, 100
  PAP, 92
  point-to-point compression, configuring, 96
  session establishment, 91
    link-establishment phase, 91
    using CHAP authentication, 92-95
    using PAP authentication, 92
  session termination, 95
PRI (Primary Rate Interface), 43
  configuring, 124-126
pri-group command, 126
print services, 190
private address space, 4
process switching, 15
Protocol field (PPP), 90
PSTN (Public Switched Telephone Network), 35, 39, 113
PVCs (Permanent Virtual Circuits), 41, 157
  information, gathering, 175

Q-R

Q series recommendations, 115
Q.931, 119
QoS (quality of service), 52
redirector, 189
reference points (ISDN), 120-122
removing active NAT translations, 14-15
removing bindings, 21
resetting ISDN connections, 143
response frame, 94
RFC 1918 address space, 4
routing loops, split horizon, 164

S

S-frames, 80
SANs (storage area networks), 192
SAPI (Service Access Point Identifier), 118
scalability of NOSs, 196
serial communications, DCE/DTE, 77-78
serial interfaces
  error messages, 82-85
  troubleshooting, 86-87
server farms, 22
servers, 190. See also client/server computing model
  authentication, 190
  common applications and functions, 192
  fault tolerance, 191
  file and print services, 190
  SANs, 192
session establishment, PPP, 91, 95
  using CHAP authentication, 92-95
  using PAP authentication, 92
shared access networks, 57
shared bandwidth connections, 50
shared network design, benefits of, 57
show dialer command, 129
show frame-relay pvc command, 175
show interface command, 168
show interfaces serial command, 81
show ip dhcp server statistics command, 22
show ip nat statistics command, 13
show isdn active command, 140
SLIP (Serial Line Internet Protocol), 87
SPIIDs (service profile identifiers), 122-123
split horizon, 164
SS7 (Signaling System 7), 119
standards, ISDN-related, 114-115
standards bodies, WAN standards, 36
data-link layer standards, 37
network layer standards, 38
physical layer standards, 36-37
static maps, 6
information, viewing, 176
static NAT, configuring, 6-9
static routes, 133
statistical multiplexing, 156
status messages (LMI), 177
STDM (Statistical Time-Division Multiplexing), 76
structure of Frame Relay frames, 158-159
SVCs (Switched Virtual Circuits), 41, 157
symmetric DSL, 47
synchronous communication, 78

T–U
Tc (committed rate measurement interval), 161
TDM (time-division multiplexing), 40, 75-76, 155
TEI (Terminal Endpoint Identifier), 118
termination process, PPP sessions, 95
three-layer model, 58
access layer, 60
core layer, 59
distribution layer, 60
three-layer model (ISDN)
Layer 1, 116-118
Layer 2, 118-119
Layer 3, 119
three-way handshakes, 92
timeout values (NAT), configuring, 14
topologies, 55-57
in Frame Relay networks
full-mesh, 164
hub-and-spoke, 163
partial-mesh, 164
traffic types, identifying, 53-54
translation table, 5
translations, 5
trial and error attacks, 92
troubleshooting
DHCP process, 18-21
Frame Relay, 174-178
ISDN, 127-131
serial interfaces, 86-87
trunk lines, 156
two-layer design model, 62
two-way authentication (PPP), 101
two-way handshake, 92

U–V
U-frames, 80

V
VCs (virtual circuits), 41, 157
PVCs, 157
information, gathering, 175
SVCs, 157
verifying
carrier network operation, 143
dialer profiles, 140
ISDN configuration, 127-131
NAT/PAT functionality, 13-14
version control, 190
viewing
active translations, 13
PPP link establishment, 103
VLSMs (variable-length subnet masks), 3

W
WAN design, 53
topologies, 56-57
traffic types, identifying, 53-54
workstations
connectivity, 189
operating systems, 190

X–Y–Z
X.25, 44-45, 155
xDSL, 47