MACGLOBL.DOT

4/28/2025

 TIME 4:58 PM

CCNP Security Virtual Private Networks SVPN 300-730 Official Cert Guide
First Edition
Copyright © 2022 Cisco Systems, Inc.
ISBN-10: 0-1366-6060-6
ISBN-13: 978-0-1366-6060-6
Warning and Disclaimer

Every effort has been made to make this book as complete and as accurate as possible, but no warranty or fitness is implied. The information provided is on an "as is" basis. The author and the publisher shall have neither liability nor responsibility to any person or entity with respect to any loss or damages arising from the information contained in this book or from the use of the CD or programs accompanying it.

When reviewing corrections, always check the print number of your book. Corrections are made to printed books with each subsequent printing.
First Printing: February 2022
Corrections for April 28, 2025 
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	Error
	Correction

	53
	Question 7 reads: 

7. True or false: With IKEv2, both peers use the same authentication.

a. True

b. False 
	Should read: 

7. True or false: With IKEv2, both peers always use the same authentication.

a. True

b. False

	425
	Answer 7 reads: 

7. B. False. With IKEv1, both peers use the same authentication. IKEv2 can have both peers use the same authentication option or different authentication options.
	Should read: 

7. B. False. With IKEv1, both peers always use the same authentication. IKEv2 can have both peers use the same authentication option or different authentication options.


Corrections for October 31, 2023 
	Pg
	Error
	Correction

	53
	Question 10 reads: 

10. Which of the following is not a site-to-site VPN high availability option? 

a. Hot standby 

b. Cold standby 

c. Active/standby 

d. Active/active  
	Should read: 

10. Which of the following is not a site-to-site VPN high availability option? 

a. Hot standby 

b. Cold standby 

c. Active/standby 
d. Active/active  

e. None of the above

	425
	Chapter 3, answer 10 reads: 

10. A. A hot standby is essentially another system that is live in a standby mode, making it an active/standby option
	Should read: 

10. A hot standby is essentially another system that is live in a standby mode, making it an active/standby or active/active option. Cold standby is having another system offline but ready to be powered up if the primary fails.




Corrections for February 10, 2022
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	355
	First sentence on the page: 
Figure 9-19 shows an example of creating the server list named IOS IKEV2 LOCAL. 
	Should read: 
Figure 9-19 shows an example of creating the server list named IOS EMPLOYEE IKEV2 CONNECTION.

	356
	Third sentence under “Reboot” section: 
One restarted, AnyConnect should show the profile IOS IKEV2 LOCAL USER in the drop-down.
	Should read: 
One restarted, AnyConnect should show the profile IOS EMPLOYEE IKEV2 CONNECTION in the drop-down.

	357
	First two lines of Example 9-29: 
VPN-ROUTER(config)# ip access-list extended SPLIT_TUNNEL_ACL

      VPN-ROUTER(config-std-nacl)# permit 172.20.1.0 0.0.0.255
	Should read: 
VPN-ROUTER(config)# ip access-list standard SPLIT_TUNNEL_ACL

VPN-ROUTER(config-std-nacl)# permit 172.20.1.0 0.0.0.255
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