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	Chapter 10, Page 963

	Answer 6 reads: 

6. b. Type 9 LSAs are only flooded on the local link and are not reflooded by other OSPF routers.
	Should read: 

6. b. Type 8 LSAs are only flooded on the local link and are not reflooded by other OSPF routers.


Corrections for Aug 21, 2024
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	Chapter 5, Page 190


	Question 10 reads: 

10. Your router is only receiving connected routes and summary routes for a neighboring EIGRP router. What are possible reasons for this? (Choose two.)

a. A distribute list has been applied inbound on the interface connected to the neighbor and is filtering out all the routes that are not connected and all the summary routes and preventing them from being learned.

b. The wrong interface has been configured to participate in the routing process, and

a neighborship has been only partially formed.

c. The eigrp stub command has been configured on your router.

d. The interface on your router is configured as passive
	Should read: 

10. Your router is only receiving connected routes and summary routes for a neighboring EIGRP router. What are possible reasons for this? (Choose two.)

a. A distribute list has been applied inbound on the interface connected to the neighbor and is filtering out all the routes that are not connected or summary routes and preventing them from being learned. routes and preventing them from being learned.

b. The wrong interface has been configured to participate in the routing process, and

a neighborship has been only partially formed.

c. The eigrp stub command has been configured on your router.

d. The interface on your router is configured as passive


Corrections for May 30, 2024
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	Chapter:12, page:516
	Paragraph 6, above Example 12-58:
Remove line: “When the threshold has been reached, additional prefixes are discarded.”
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	Chapter 11, Page 427

	Question 6 reads: 
6. Which command is used to view the BGP neighbors and their hello interval?
	Should read: 

6. Which command is used to view the BGP neighbors and their keepalive interval?
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