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	Page
	Print
	Correction

	248
	9
	Paragraph 2, replace last 2 sentences with: “With PortFast enabled, the port immediately forwards. PortFast reverts to normal STP operation if a rogue switch connects and starts sending BPDUs – but a temporary forwarding loop can occur while STP converges.”

	287
	9
	Under the only heading on the page, 2nd paragraph, 1st line, phrase “…in a dynamic…”, change to “…in a static or dynamic…”

	202
	4
	4th paragraph, 2nd line – change “switches did support” to “switches did not support”

	214
	4
	Example 8-11 – output from show vlan brief – the “act/lshut” and “active” text should be swapped on the lines for VLANs 10 and 20. Make the same swap for the lines for VLANs 30 and 40. That is, VLANs 10 and 30 are active, 20 and 40 are not.

	275
	4
	The global commands for portfast, BPDU Guard, and BPDU Filter use keyword default at the end rather than enable. Make these fixes at the top of the page: 
- 1st paragraph – in the two bold commands, change “enable” to “default”
- 2nd paragraph – in the two bold commands, change “enable” to “default”
- Example 10-12 – 1st line – end of line - change “enable” to “default”

	293
	4
	7th command in the table – replace spanning-tree portfast enable with spanning-tree portfast default

	430
	3
	Answers to Chapter 17 question 4 should be B, D, not B, C.

	794
	3
	Answers to Chapter 17 question 4 should be B, D, not B, C.

	10
	1
	Figure 7 shows CCNA Volume 2 Premium Edition with additional CCNA exams 5-8. The product includes CCNA exams 5 and 6, but not 7 and 8.

	146
	1
	Change username command parameter priority (incorrect) to privilege (correct) in the 4th bullet list item and twice in the 2nd-to-last paragraph on the page.

	171
	1
	Example 7-7 – 1st line – Insert show before running-config.

	194
	1
	2nd-to-last paragraph, 5th line, “212” should be “212”.

	293
	1
	Table 10-7, 7th command on this page, change spanning-tree portfast enable to spanning-tree portfast default

	327
	1
	Figure 12-3 – “Need 20 Public” – change “20” to “10”.

	698
	1
	Question 7, answer a, change ff02:1:2 to ff02::1:2. 



Cisco Press CCNA 200-301 Official Cert Guide, Volume 1, Edition 2 – Errata
Last Update: Last Update: September 10, 2025
